ANNEX II + III:
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title: Supply of Recovery Vehicle
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Publication reference: EUMM-RECV-01
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1
	RECOVERY VEHICLE LEFT HAND DRIVE
	
	
	

	
	DIESEL ENGINE EURO IV OR BETTER >160 KW
	 
	
	

	
	WHITE IN COLOUR 
	 
	
	

	
	5000 – 6000 KG LOAD CAPACITY

(CAPABLE OF RECOVERING AND TRANSPORTING AN ARMOURED CAR OF 5000 KG)
	
	
	

	
	SLEEPER CAB FOR 1 PERSON
	
	
	

	
	PASSENGER CAPACITY 4+DRIVER

(SLEEPER CAB MAY BE CONVERTIBLE FOR SEATING WHEN NOT USED AS  A BED)
	
	
	

	
	4X4 OR 6X2 DRIVE TRAIN

(2 DRIVEN AXLES)
	
	
	

	
	MANUAL GEARBOX
	
	
	

	
	STEEL SLIDE BED
	
	
	

	
	6 TONNE WINCH WITH PLASMA ROPE
	
	
	

	
	SPECTACLE LIFT  3000 KG CAPACITY
	
	
	

	
	LOAD CRANE MOUNTED AT CAB END WITH 2500KG LIFT CAPACITY @ 1.4M.  MAX CRANE AND STABILISER WEIGHT 600 KG
	
	
	

	
	WARRANTY ON VEHICLE: 12 MONTHS OR 20,000KM IN DEPENDS WHICH COMES FIRST
WARRANTY ON EQUIPMENT: 12 MONTHS
	
	
	


NOTE: Data recorded on the odometer should be less than 200km
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